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Photometric curve

119Kcd| 8° 8852cd | 30° 5566¢cd | 45°
Im  120Klux Im 8827 lux Im 5567 lux
|2m 30 Kiux |2m 2207 lux |2m 1392 lux
[5Sm 4784 lux |5m 353 1ux [5m 223 1ux
|10m 1196 lux |10m 88lux |10m 561ux

299 lux

Slverline Chain1200-NW_NB

Slverline Chain1200-NW_MB

24Kcd | 8°x45° 1937cd |100°
im  24Klux 30,/(' 1m 1869 lux
2m 6002 lux 2m 467 lux
5m 960 lux 5m 75 lux

240 lux 19 lux

Syiverline Chain 1200-NW_EN Syiverline Chain1200-NW_A-

Code table

Sylverline Chain1200-NW_WB

5412cd | 40°x75°
Im 4927 lux

2m 1232 lux

5m 197 lux
49 lux

Sylverline Chain1200- NW_EW

—F514—

604

Sylverline Chain 1200

Technical specication

Source:

High power LED

LED Count:

36

LED life time:

>50,000 hrs (L70 B50)

Source ux:

4400 Im (NW)

Luminaire efciency:

74 Im/W (NW_NB)

Input power:

48W

Supply voltage:

230V 50/60Hz

Driver:

Integrated with PFC

Insulation class:

|

Protections:

Short circuit, overload, over voltage and thermal
Colour:

White (2200K to 6000K), RGBndble White (2200K to
6000K), Red, Green, Blue, Amber

Emission:

PC precision optics 8°, 30°, 45°, 8°x45°, 100° and 40°x&stae
Working position:

Any

Fixation:

2 bracket with 3 elongated holes @6.2mm and 1 hole @6.2mm
IPrating:

IP65 and I1P67

IK rating:

IK 08

Storage:

-50°C to +80°C

Control:

On/O or standard DMX512A/RDM

DMX channels:

1 (mono), 3 (RGB, TW)

Connection:

Daisy chain cabling, IP67 connectors

Construction:

Anodised aluminum extruded bodyAlIS| 316 stainless steel brackets,
pressure compensation valve, tBfable polycarbonate cover
hermetic sealing by silicone gasketsstainless steel screws
Weight:

3.6 kg

size

nishing

product

CHN= Sylverline Chain 12=1200mm AN= Anodised aluminium X= Wthout DMX

control

D= DMX

230= 230V 50/60 Hz SW= 2200 K

voltage color optics

NB = Narrow beam

WWE 3000 K MB= Medium beam
NW= 4000 K WB = Vitle beam
CW= 6000 K EN=Elliptical narrow
MR= Red FL = Flood optics
MG= Green EW= Elliptical wide
MB= Blue

MA = Amber

RT =RGB

TW=SW to CW

Speci cation are subject to change without notice.
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